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SPRINTER 2.0

211 / 311 / 411 / 511 - CDI - RWD

215 / 315 / 415 / 515 - CDI - RWD

217 / 317 / 417 / 517 - CDI - RWD

319 / 419 / 519 - CDI - RWD
(2021>)

OM 654 D20 SCR
(Euro 6d-Temp / VI E)

114 (84) @  3.800
150 (110) @  3.800
 170 (125) @  3.800
 190 (140) @  3.800

4 / 1.950

12

Vehicles with or without A/C

Suction Discharge

TM 13 / 15 / 16
QP 13 / 15 / 16

UP-UPF 150 / 170
SD5H14 / SD7H15 / SD5L14 / SD7L15

- RWD= Rear wheel drive
- "E"=TM / QUE / UNICLA
- Can be fit in right hand drive vehicles.
- Suitable with AWD / 4X4
- For vehicles WITHOUT N62/N63 crankshaft pulley - A654 032 10 00
- Use crankshaft pulley locking tool P/N 1149000398
- To disable START / STOP it is necessary to visit an official workshop. 
- For vehicles version Van, the factory option EK1 is required for the electric connections of the refrigeration unit.

Without clutch pulley

Poly-V 8K Ø119

3.640 rpm

With clutch pulley

Poly-V 8K Ø119

3.640 rpm

KC20090510 KC20090510E

2021-03-16


